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Universal CNC Boring Chuck
21030
Shank
mm

AB*
No.

A
mm

Part-No.
D
mm

d
mm

€
p.pc.

For Weeke, Maka, Reichenbacher, etc.

SK 30 1 5090 21030-0-13002-01 - 13 531,00

For Biesse up from 9/92, Masterwood (HSD-motors)

SK 30 4 5090 21030-0-13002-41 - 13 539,00

For Alberti, Masterwood (Colombo-motors)

SK 30 5 5090 21030-0-13002-51 - 13 539,00

For Homag, Biesse, SCM, HolzHer, Weeke, IMA etc.

HSK-F 63 - 5097 21030-0-13063-01 - 13 606,00
HSK-F 63 - 5797 21030-0-16063-03 - 16 622,00

Part-No. € p.pc.Spare parts / Accessories PU

Key with T-handle 139140-0-00601-0 9,99

Technical details
High-precision design ensuring high concentricity (see illustration), thoroughly balanced. Tempered jaws provide special
protection against chips and dirt getting in. Variable adjustment of chucking capacity between 1-13 or 3-16 mm
respectively. With an extremely high moment of retention and clamping security irrespective of the direction of rotation.
Can be used for either right-hand or left-hand rotation. Balanced for maximum R.P.M. = 20 000

Application
For safe clamping of shanks in a chucking capacity of 1-13 resp. 3-16 mm, on CNC-routers with automatic tool-change.
Can also be applied for simple routing operations, for instance grooving.  

* AB = Pull stud (pictured on page 6.6). Supplied with key and pull stud. For appropriate mounting device see page 6.2.
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Assembling Device
21172
d
mm

Design Part-No.
€

p.pc.

40 HSK-E 40 21172-0-00001-0 450,11

50
SK 30/HSK-F 50 /HSK-E 50/HSK-E 40
Mod.

21172-0-00002-0 450,11

63,5 SK 40/BT 40 21172-0-00003-0 450,11

49
SK 30 with serrated collar
(SCM/Morbidelli)

21172-0-00004-0 450,11

46 ISO 30 (CMS)/BT 30 21172-0-00005-0 450,11
63 HSK-F 63/HSK-E 63 21172-0-00006-0 450,11
85 HSK 85 W (Weinig) 21172-0-00008-0 524,27

Appropriate measuring system for length- and diameter measuring on page 6.3.

Technical details
Two-piece clamping jaws of high-quality light alloy, mounted on a sturdy base. The quick-lock clamping lever ensures
easy and absolutely safe clamping of clamping chucks and arbors. Very easy and effortless to operate. The same base
fits for all shanks.

Application
For safe assembling and setting of shank-type tools or tool sets in chucks or on arbors with the above specified shank
types. Suitable for all makes and designs of chucks and arbors with the above specified shanks.  

Part-No. € p.pc.Spare parts / Accessories PU

Clamping jaws with lever 121172-0-10002-0 307,97
Clamping jaws with lever 121172-0-10003-0 307,97
Clamping jaws with lever 121172-0-10004-0 307,97
Clamping jaws with lever 121172-0-10005-0 307,97
Clamping jaws with lever 121172-0-10006-0 307,97
Clamping jaws with lever 121172-0-10008-0 382,13
Base 121172-0-20000-0 140,08

for clamping chucks and arbors
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DIGITEC-Measuring System
21175 GBM
Type

Dmax
mm

Part-No.
€

p.pc.
Amax.
mm

With assembling device No. 21172

LM 135 135 21175-0-13500-M 1.189,65270
LM 205 205 21175-0-20500-M 1.356,51270
LDM 205* 100 21175-0-00000-M 1.897,26270

Without assembling device No. 21172

L 135 135 21175-0-13500-0 738,51270
L 205 205 21175-0-20500-0 905,37270
D 205* 100 21175-0-10500-0 505,73270

* incl. calibration arbor LD L = Length measuring, D = Diameter measuring, M = Assembling device

Technical details/Application
The length dimension A (see ill.) of a single or multi-part tool with shank HSK-F 63 or E 63 can be measured quickly and
precisely, using the assembling device no. 21172 (see ill. at the bottem left). Thanks to the integrated swivelling device,
especially convenient reference measuring. For mounting on assembling device No. 21172. The diameter measuring
device D 205 can subsequently be mounted quickly and easily on the measuring bar (only on L/LM205) - see type LDM
205. For reference measuring (= tool centre) in connection with diameter measuring, the calibration arbor must be used
(see ill.). Also for steep taper shank SK30 available. For length measuring of shank HSK-E/F 50, a ring (optional
accessory) D = 35 mm is necessary.

Please ask for our special DIGITEC leaflet.

 for assembling device No. 21172
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Collet Chuck
21044
D
mm

L1
mm

Part-No.
€

p.pc.
For
collets No.

43 103 21044-0-00002-R 180,0021051 (up to 16 mm)

Technical details
High-precision body, tempered, ground and thoroughly balanced. For use with concentric running router cutters. The
ball bearing clamping nut guarantees high clamping precision, protects the collet and the internal taper of the chuck
and permits easy insertion and removal of the collets.

Application
For clamping of parallel shank tools on routers and CNC machines. To be used either for right-hand or left-hand
rotation.  

For collets No. 21051 see page 6.8.  

Part-No. € p.pc.Spare parts / Accessories PU

Ball bearing clamping nut M 30 x 1,5, D = 43 mm, R.H. rotation 139042-0-00002-R 57,68
C-Spanner 40/42 for M 30 x 1,5 139158-0-40421-0 18,03
Engineers' wrench 139162-0-00027-0 11,85

with parallel shank 25 x 55 mm
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Collet Chucks with steep taper shanks
21042 according to DIN 69871
Shank
mm

AB*
No.

A
mm

Part-No.
D
mm

D1
mm

For
collets No.

€
p.pc.

For IMA, Maka, Reichenbacher, Stegherr, Weeke, Busellato, Bulleri etc.

SK 30 1 5050 21042-0-00502-R50 21053 (up to 20 mm) 318,00
SK 30 1 6357 21042-0-00572-R50 21054 (up to 25 mm) 357,00
SK 30 1 6070* 21042-0-00702-R50 21052 (up to 25 mm) 310,00

For Biesse up to 9/92 model

SK 30 3 5050 21042-0-30502-R50 21053 (up to 20 mm) 318,00
SK 30 3 6357 21042-0-30572-R50 21054 (up to 25 mm) 357,00
SK 30 3 6070* 21042-0-30702-R50 21052 (up to 25 mm) 310,00

For Biesse up from 9/92 model (HSD-motors)

SK 30 4 5050 21042-0-40502-R50 21053 (up to 20 mm) 318,00
SK 30 4 6357 21042-0-40572-R50 21054 (up to 25 mm) 357,00
SK 30 4 6070* 21042-0-40702-R50 21052 (up to 25 mm) 310,00

For Alberti, Masterwood (Colombo-motors)

SK 30 5 5050 21042-0-50502-R50 21053 (up to 20 mm) 318,00
SK 30 5 6357 21042-0-50572-R50 21054 (up to 25 mm) 357,00
SK 30 5 6070* 21042-0-50702-R50 21052 (up to 25 mm) 310,00

Technical details
High-precision body, tempered, ground and thoroughly balanced. Steep taper shank optional according to DIN, ISO or
JIS Standards. The pull stud will be adapted to each type of machine. The ball bearing clamping nut guarantees high
clamping precision, protects the collet and the internal taper of the chuck and permits easy insertion and removal of the
collet. Can be used either for right-hand or left-hand rotation.

Application
For clamping of parallel shank tools on CNC machines with automatic tool change. * The adjusting length A will be
determined with clamped shanks by using either collets No. 21051 or No. 21052 (clamping tolerance of 0,15 mm).
When using collets No. 21046 or No. 21048 (clamping tolerance of 0,5 mm) the adjusting length A will elongate by 3 - 4
mm. Recommended clamping lengths: Chucking capacity up to 16 mm = 34 mm up to 20 mm = 44 mm up to 25 mm
= 52 mm but at least twice the shank diameter.
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Pull Studs, Clamping Nuts, Spanners, Wrenches
39191 Pull studs
AB*
No.

Dimension Part-No.
€

p.pc.
Machine

1 13/9 - M12 39191-0-00013-0 30,69
IMA, Maka, Reichenbacher,
Weeke, Busellato, etc.

2 19/14 - M16 39191-0-00019-0 34,09
IMA, Maka, Reichenbacher,
Stegherr, etc.

3 12/8 - M12 39191-0-00120-0 27,30Biesse up to 9/92 models

4 12/8 - M12 39191-0-00121-0 28,94
Biesse up from 9/92,
Masterwood etc. (HSD-
motors)

5 13/9 - M12 39191-0-00131-0 31,31
Alberti, Masterwood
(Colombo-Motors)

6 8,5/6,5 - M10 39191-0-00085-0 27,30Morbidelli, SCM
7 11/7 - M12 39191-0-00110-0 31,00Shoda
8 13/8,5 - M12 39191-0-00132-0 32,65Heian
9 12,8/9 - M12 39191-0-00128-0 28,94CMS
10 12/8 - M12 39191-0-00122-0 31,00Esseteam

* AB = pull stud

Spare parts
Description Dimension Part-No.

€
p.pc.

Ball bearing clamping nut M 30 x 1,5, D = 43 mm 39042-0-00002-R 57,68
Ball bearing clamping nut M 40 x 1,5, D = 50 mm 39042-0-00040-R 60,26
Ball bearing clamping nut M 48 x 2,0, D = 60 mm 39042-0-00003-R 76,74
Ball bearing clamping nut M 50 x 1,5, D = 63 mm 39042-0-00050-R 63,86
C-Spanner 40/42 for M 30 x 1,5 39158-0-40421-0 18,03
C-Spanner 45/50 for M 40 x 1,5 39158-0-45500-0 13,70
C-Spanner 58/62 for M 48 x 2,0 and M 50 x 1,5 39158-0-58622-0 15,55
Engineers' wrench SW 41 for SK 30 (except A=50) 39162-0-00041-0 21,53
Engineers' wrench SW 46 for SK 40 (also SK 30 A=50) 39162-0-00046-0 46,35
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Collet Chuck
21038 according to DIN 69893
Shank
mm

A1
mm

A
mm

Part-No.
D
mm

d1/d3
mm

For
collets No.

€
p.pc.

HSK-F 63 18 6075 21038-0-01750-R63 21052 (bis 25 mm) 295,00
HSK-F 63 30 6395 21038-0-01950-R63 21054 (bis 30 mm) 309,00
HSK-F 63 18 6075* 21038-0-00753-R63/- 21052 (up to 25 mm) 295,00
HSK-F 63 18 60115* 21038-0-01153-R63/- 21052 (up to 25 mm) 309,00

For collets with 8° cone angle (21053/21054)

HSK-F 63 18 5070 21038-0-53703-R63/- 21053 (up to 20 mm) 315,00
HSK-F 63 18 6375 21038-0-54753-R63/- 21054 (up to 25 mm) 338,00

For CMS (new design)

HSK-E 63 18 6378 21038-0-00754-R63/- 21054 (up to 25 mm) 347,00

For SCM, CMS, Esseteam

HSK-E 63 18 6078 21038-0-00755-R63/ - 21048 (up to 25 mm) 346,00

Technical details
High precision body, tempered, ground, thoroughly balanced. With hollow taper shank according to DIN 69893. HSK-
E40 Mod. as special design for Alberti-Polar. The ball bearing clamping nut guarantees high clamping precision,
protects the collet and the internal taper of the chuck and permits easy insertion and removal of the collet.

*The adjusting length A will be determined with clamped shank by using collets No. 21052 (clamping tolerance of 0,15
mm ). When using collets No. 21048 (clamping tolerance of 0,5 mm) the adjusting length A will elongate by 3 - 4 mm.

Application
For clamping of parallel shank tools on routers and CNC machines with automatic tool change. Can be used for either
right-hand or left-hand rotation. The maximum and at the same time optimum length of shank respectively clamping
length for the chucks No. 21038 is 55 mm (if necessary 60 mm). To ensure that the cutter is enclosed as far as possible
by the collet and to keep the length as short as possible, it will be advisable to remove the adjusting screw most
cutters have.  

Part-No. € p.pc.Spare parts / Accessories PU

Ball bearing clamping nut M 40 x 1,5, D = 50 mm 139042-0-00040-R 60,26
Ball bearing clamping nut M 48 x 2,0, D = 60 mm 139042-0-00003-R 76,74
Ball bearing clamping nut M 50 x 1,5, D = 63 mm 139042-0-00050-R 63,86
C-Spanner 45/50 for M 40 x 1,5 139158-0-45500-0 13,70
C-Spanner 58/62 for M 48 x 2,0 and M 50 x 1,5 139158-0-58622-0 15,55
Engineers' wrench SW 36 (for HSK-F/-E 50) 139162-0-00036-0 21,53
Engineers' wrench SW 46 (for HSK-F/-E 63) 139162-0-00046-0 46,35

with hollow taper shank (HSK)
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Precision Collets
21051/21052
d
mm

L2
mm

D1
mm

clamping tolerance
mm

Part-No.
€

p.pc.

For chuck capacity up to 25 mm (444 E)

5 52 5 - 4,8533,1 21052-0-05000-0 54,00
6 52 6 - 5,8533,1 21052-0-06000-0 54,00
8 52 8 - 7,8533,1 21052-0-08000-0 54,00
10 52 10 - 9,8533,1 21052-0-10000-0 54,00
12 52 12 - 11,8533,1 21052-0-12000-0 54,00
13 52 13 - 12,8533,1 21052-0-13000-0 54,00
14 52 14 - 13,8533,1 21052-0-14000-0 54,00
16 52 16 - 15,8533,1 21052-0-16000-0 54,00
18 52 18 - 17,8533,1 21052-0-18000-0 54,00
20 52 20 - 19,8533,1 21052-0-20000-0 54,00
25 52 25 - 24,8533,1 21052-0-25000-0 54,00

Technical details
Tempered and ground precision design. 6-8 times slotted. For tools with inch-sizes please use collets No. 21046 (415E)
or No. 21048 (462E) These can be used in the same collet chuck, only the adjusting length A will elongate by about 3-4
mm. Further dimensions on request.

clamping tolerance 0,15 mm
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Precision Collets
21046/21048
d
mm

L2
mm

D1
mm

clamping tolerance
mm

Part-No.
€

p.pc.

For chuck capacity up to 16 mm (415 E)

6 40 6 - 5,523,2 21046-0-06000-0 42,50
6,5 40 6,5 - 623,2 21046-0-06500-0 42,50
8 40 8 - 7,523,2 21046-0-08000-0 42,50
10 40 10 - 9,523,2 21046-0-10000-0 42,50
12 40 12 - 11,523,2 21046-0-12000-0 42,50
13 40 13 - 12,523,2 21046-0-13000-0 42,50
14 40 14 - 13,523,2 21046-0-14000-0 42,50
16 40 16 - 15,523,2 21046-0-16000-0 42,50

For chuck capacity up to 25 mm (462 E)

3 52 3 - 2,533,6 21048-0-03000-0 48,00
4 52 4 - 3,533,6 21048-0-04000-0 48,00
5 52 5 - 4,533,6 21048-0-05000-0 48,00
6 52 6 - 5,533,6 21048-0-06000-0 48,00
6,5 52 6,5 - 633,6 21048-0-06500-0 48,00
8 52 8 - 7,533,6 21048-0-08000-0 48,00
9,5 52 9,5 - 933,6 21048-0-09500-0 48,00
10 52 10 - 9,533,6 21048-0-10000-0 48,00
12 52 12 - 11,533,6 21048-0-12000-0 48,00
13 52 13 - 12,533,6 21048-0-13000-0 48,00
14 52 14 - 13,533,6 21048-0-14000-0 48,00
16 52 16 - 15,533,6 21048-0-16000-0 48,00
18 52 18 - 17,533,6 21048-0-18000-0 48,00
20 52 20 - 19,533,6 21048-0-20000-0 48,00
25 52 25 - 24,533,6 21048-0-25000-0 48,00

Inch sizes

¼" (6,35 mm) 52 6,35 - 5,8533,6 21048-0-06350-0 48,00
3/8" (9,52 mm) 52 9,52 - 9,0233,6 21048-0-09520-0 48,00
½" (12,70 mm) 52 12,70 - 12,2033,6 21048-0-12700-0 48,00

Technical details
Tempered and ground precision design, 10-12 times slotted.

clamping tolerance 0,5 mm
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Precision Collets
21053-21057 short design
d
mm

L2
mm

D1
mm

clamping tolerance
mm

Part-No.
€

p.pc.

For chuck capacity up to 10 mm (426 E) ER 16

6 27 6 - 517 21057-0-06000-0 38,20
8 27 8 - 717 21057-0-08000-0 38,20
10 27 10 - 917 21057-0-10000-0 38,20

For chuck capacity up to 12 mm (428 E) ER 20

6 31 6 - 521 21056-0-06000-0 39,60
8 31 8 - 721 21056-0-08000-0 39,60
10 31 10 - 921 21056-0-10000-0 39,60
12 31 12 - 1121 21056-0-12000-0 39,60

For chuck capacity up to 16 mm (430 E) ER 25

6 34 6 - 526 21055-0-06000-0 44,50
8 34 8 - 726 21055-0-08000-0 44,50
10 34 10 - 9 (e.g. 9,52)26 21055-0-10000-0 44,50
12 34 12 - 1126 21055-0-12000-0 44,50
14 34 14 - 1326 21055-0-14000-0 44,50
16 34 16 - 15 (e.g. 15,88)26 21055-0-16000-0 44,50

For chuck capacity up to 20 mm (470 E) ER 32

6 40 6 - 532,8 21053-0-06000-0 39,60
8 40 8 - 732,8 21053-0-08000-0 39,60
10 40 10 - 9 (e.g. 9,52)32,8 21053-0-10000-0 39,60
12 40 12 - 1132,8 21053-0-12000-0 39,60
14 40 14 - 1332,8 21053-0-14000-0 39,60
16 40 16 - 15 (e.g. 15,88)32,8 21053-0-16000-0 39,60
20 40 20 - 19 (e.g. 19,05)32,8 21053-0-20000-0 39,60

For chuck capacity up to 30 mm (472 E) ER 40

6 46 6 - 540,8 21054-0-06000-0 47,40
7 46 7 - 6 (e.g. 6,35)40,8 21054-0-07000-0 47,40
8 46 8 - 740,8 21054-0-08000-0 47,40
10 46 10 - 9 (e.g. 9,52)40,8 21054-0-10000-0 47,40
12 46 12 - 1140,8 21054-0-12000-0 47,40
13 46 13 - 12 (e.g. 12,7)40,8 21054-0-13000-0 47,40
14 46 14 - 1340,8 21054-0-14000-0 47,40
16 46 16 - 15 (e.g. 15,88)40,8 21054-0-16000-0 47,40
18 46 18 - 1740,8 21054-0-18000-0 47,40
20 46 20 - 19 (e.g. 19,05)40,8 21054-0-20000-0 47,40
25 46 25 - 2440,8 21054-0-25000-0 47,40
30 46 30 - 2940,8 21054-0-30000-0 78,00

Technical details
Tempered and ground precision design, 16-times slottet. Further dimensions on request.

clamping tolerance 1,0 mm
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Precision Collet Sets
21052 - 21054 Set
L2
mm

D1
mm

Part-No.
€

p.pc.
Design

Standard Set 8-pieces

40 32,8 21053-0-00001-0 353,0021053 (470 E) ER 32
46 40,8 21054-0-00001-0 391,0021054 (472 E) ER 40

*Standard set, consisting of: 21052/21054: 1 pc./each d = 6, 8, 10, 12, 16, 18, 20, 25 mm 21053: 1 pc./each d = 6, 8,
10, 12, 16, 18 mm and 2 pcs. 20 mm

Technical details
Collet set, consisting of 8 or 16 pieces respectively, clearly arranged in a stable wooden box. Individual sets can be
assembled according to personal needs from our collet programme (see pages 6.8 - 6.10).  
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HP Precision Collets
21049
d
mm

L2
mm

D1
mm

clamping tolerance
mm

Part-No.
€

p.pc.

3 52 3 - 2,535,5 21049-0-03000-0
4 52 4 - 3,535,5 21049-0-04000-0
6 52 6 - 5,535,5 21049-0-06000-0
8 52 8 - 7,535,5 21049-0-08000-0
10 52 10 - 9,535,5 21049-0-10000-0
12 52 12 - 11,535,5 21049-0-12000-0
14 52 14 - 13,535,5 21049-0-14000-0
16 52 16 - 15,535,5 21049-0-16000-0
18 52 18 - 17,535,5 21049-0-18000-0
20 52 20 - 19,535,5 21049-0-20000-0
25 52 25 - 24,535,5 21049-0-25000-0

Technical details
Tempered and ground high-precision design. 10-12 times slotted.

clamping tolerance 0,5 mm
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Bush Extractors
39620
D
mm

d
mm

L1
mm

Part-No.Design
Shank
mm

€
p.pc.

30 - A68 39620-0-00000-0- 60,77

Technical details
Design A: adjustable spread mechanism. Design B: on bottom with 3 inserted magnets for easy removing or holding of
intermediate sleeves. With knurled shank. With collar for easy applying on the tool chuck (Design patented). Both
versions applicable for all common intermediate sleeves.

Application
For removing of intermediate sleeves on chucks (e.g. Sino,Tribos). Can be used for a variety of applications.
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Adaptor
39048 parallel shank 25 x 55 mm
d
mm

L2
mm

Part-No.
€

p.pc.
L1
mm

With adjusting screw M 8

10 55 39048-0-25100-2 75,1968 mm with collar
12 55 39048-0-25120-2 75,1968 mm with collar

Technical details/Application
Designed as a reducing adaptor between shank holders or collets of 25 mm and smaller diameter tool shanks. With M 8
adjusting screw when used in collet chucks. Optional on demand with setting and security screw for JSO No. 21016,
LEUCO PS 25 or PS 2000.  

Part-No. € p.pc.Spare parts / Accessories PU

Adjusting screw M 8, with lock nut 539264-0-08025-R 2,16
Setting screw M 8, for JSO Nr. 21016 139190-0-08001-R 34,61
Setting screw M 8, for LEUCO PS 25 139190-0-08010-R 16,07
Adjusting screw M 8, for LEUCO PS 2000 139190-0-08020-R 7,73
Allen screw 1039266-0-08008-R 1,13

for parallel shanks up to 16 mm

6.14

popular size, ex stock
while stocks last

PU = packing unit

JSO.RU - Патроны цанговые, гидро- и термопатроны, Tribos, цанги, адаптеры и оправки

www.jso.ru ООО "Фишер ДМИ"



Preziso Collet Chuck
21017
Shank
mm

A1
mm

A
mm

Part-No.
D
mm

d1
mm

€
p.pc.

HSK-F 63 18 5075 21017-0-00063-F63

Technical details
High precision workmanship, tempered, ground and thoroughly balanced. With patent high precision clamping nut. With
hollow taper shank HSK-F 63 according to DIN 69893. Special advantage: Highest system accuracy = 0,003 mm (when
using JSO HP Precision Collets).

Application
For high precision clamping of shank tools. Can be used for right-hand or left-hand rotation.
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TRIBOS Power Shrinking System
21018 Chucks
Shank

D2
mm

d
mm

Part-No.
D1
mm

A
mm

L2/L3
mm

€
p.pc.

HSK-F 63 63 1912 21018-0-12063-075 48,5/49
HSK-F 63 63 2516 21018-0-16063-075 49/49
HSK-F 63 63 3020 21018-0-20063-075 53/49
HSK-F 63 63 3525 21018-0-25063-075 55/49
SK 40* 63,5 3525 21018-0-25003-080 55/61
SK 30* 50 3020 21018-0-20002-080 52/61
SK 30* 50 3525 21018-0-25002-080 55/61

* Incl. pull stud No. 1 (SK 30), No. 2 (SK 40) or No. 9 (SK 30 JSO) (see page 6.6)   Please note minimum clamping
depth related to the clamping system.

21155/39600 Clamping device/Reduction inserts
For Clamp-ø

D1
mm

Part-No.
€

p.pc.

Clamping device without reduction inserts 21155-0-00000-0

Reduction inserts

12 19 39600-0-00012-0
16 25 39600-0-00016-0
20 30 39600-0-00020-0
25 35 39600-0-00025-0

The advantages

    •  Maximum concentricity and repeat accuracy (< 0,003 mm) - Improvement in tool life (30-50%, in some
exceptions even up to 300%). - improved surface quality.
 
    •  Excellent balancing quality through precise circular design - Recommended for high spindle speeds (up to 40
000 R.P.M.). - Reduced risk of tool breakage. - Clamping without any wear - no moveable components. - Protection of
spindle bearing.
 
    •  Maximum tool life - No stress on material through permanent heating and cooling cycles. - Absolutely
maintenance-free. - No extra costs or repair and maintenance costs.
 
    •  No restrictions regarding the material - All shank materials can be clamped in the same chuck.
 
    •  Extremely slim design - Easy access to the workpiece. - Reduced stress on spindle due to the lightness of chuck.
 
    •  Economical priced clamping devise - The favourable costs compared with other systems permit clamping
operations at your end.
 
Please ask for our special TRIBOS leaflet.

Intermediate sleeves*
D2
mm

D1
mm

Part-No.
€

p.pc.
L1
mm

12 3 21026-0-12003-045
12 4 21026-0-12004-045
12 5 21026-0-12005-045
12 6 21026-0-12006-045
12 8 21026-0-12008-045
20 6 21026-0-20006-050,5
20 8 21026-0-20008-050,5
20 10 21026-0-20010-050,5
20 12 21026-0-20012-050,5
20 14 21026-0-20014-050,5
20 16 21026-0-20016-050,5
25 8 21026-0-25008-156,5
25 10 21026-0-25010-156,5
25 12 21026-0-25012-156,5
25 14 21026-0-25014-156,5
25 16 21026-0-25016-156,5
25 18 21026-0-25018-156,5
25 20 21026-0-25020-156,5
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THERMOTEC Heat Shrinking Chuck
21022 Extreme
Shank

D2
mm

d
mm

Part-No.
A
mm

L2/L3
mm

Le min
mm

€
p.pc.

HSK-A 63 63 1508 21022-0-08263-A38/124 27
63 10 40/124150 21022-0-10263-A32 182
HSK-F 63 63 1508 21022-0-08263-F38/124 27
63 10 40/124150 21022-0-10263-F32 175

21022 Plus
Shank

D2
mm

d
mm

Part-No.
A
mm

L2/L3
mm

Le min
mm

€
p.pc.

HSK-F 63 63 906 21022-0-06163-F35/64 27
63 8 38/6793 21022-0-08163-F27 118
63 10 40/7096 21022-0-10163-F32 121
63 12 45/74100 21022-0-12163-F37 125
63 14 46/76102 21022-0-14163-F37 127
63 16 50/79105 21022-0-16163-F38 130
63 20 50/82108 21022-0-20163-F42 133
63 25 55/82108 21022-0-25163-F47 133
HSK-E 63 63 10516 21022-0-16163-E50/79 38
63 20 50/82108 21022-0-20163-E42 140
63 25 55/82108 21022-0-25163-E47 140

21022
Shank

D2
mm

d
mm

Part-No.
A
mm

L2/L3
mm

Le min
mm

€
p.pc.

HSK-F 63 63 756 21022-0-06063-F23/49 27
63 8 38/4975 21022-0-08063-F27 100
63 10 40/4975 21022-0-10063-F32 100
63 12 45/4975 21022-0-12063-F37 100
63 14 46/4975 21022-0-14063-F37 100
63 16 50/4975 21022-0-16063-F38 100
63 20 50/4975 21022-0-20063-F42 100
63 25 55/4975 21022-0-25063-F47 100
HSK-E 63 63 7516 21022-0-16063-E50/49 38
63 20 50/4975 21022-0-20063-E42 107
63 25 55/4975 21022-0-25063-E47 107

Le min = minimum clamping depth

Technical details
High-pecision tool adaptor with thermal shrinking technology for shank tolerance as per Norm EN 847-2. Finely
balanced für R.P.M. max. 30 000.
Short design - as Thermotec Plus/Extreme with extended, slim design.
3,3 o conicity of the thermal cone.

Application
For high-precision clamping of tool shanks made of solid T.C. or steel. Especially applicable for HSC and HPC
machining.
Improved surface quality through exact concentricity. Thanks to this continuous contact of the cutting edges. Therefore
less abrasive wear and longer durability. Thermotec Plus/Extreme especially for use in the 5-axis milling technology.
Can be used either right-hand or left-hand rotation.
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Hydraulic Clamping Chuck
21016
Shank
mm

d
mm

D
mm

Part-No.
A
mm

L1
mm

€
p.pc.

HSK-F 63 10 8063 21016-0-10063-0105
12 8063 21016-0-12063-0105
16 8063 21016-0-16063-0105
20 8063 21016-0-20063-0105
25 8563 21016-0-25063-0115 319,00

Technical details
Tempered and ground tool body. Thoroughly balanced for R.P.M. max. 25 000.

Application
For high-precision clamping of parallel shanks on CNC machines. For either right-hand or left-hand rotation.

Please note minimum clamping depth related to the clamping sytem.

Main Advantages

    •  Highest concentricity and repeat accuracy ( 0,003 mm)
    •  Optimum balancing quality
    •  Higher clamping precision
    •  Higher clamping power

Part-No. € p.pc.Spare parts / Accessories PU

Key with T-handle 139140-0-00601-0 9,99
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Arbor
21079
d
mm

D
mm

L2
mm

Part-No.
L1
mm

TK
mm

Shank
mm

€
p.pc.

22 50 904 21079-0-22046-236 25 x 65 m. E. 149,00
30 60 904 21079-0-30045-248 20 x 65 m. E. 168,00
30 60 904 21079-0-30046-248 25 x 65 m. E. 149,00

Technical details/Application
For direct mounting of tools with 2 - 10 mm thick bodies respectively hubs (e.g. saw blades, grooving cutters). Having
bodies or hubs of a thickness up to 3,5 mm the ring (included when ordering the arbor) has to be mounted between tool
and collar. Supplied with 4 countersunk screws. Design with d = 22 mm applicable for Lamello grooving cutters No.
40145 or No. 60255, page 4.40. Supplied without engineers´ wrench. Optional on demand.  

 

Part-No. € p.pc.Spare parts / Accessories PU

Countersunk screw 1039125-0-06016-R 8,45
Ring 60 x 2,0 x 30 mm, with countersunk holes 139541-0-02000-3 38,52
Ring 50 x 2,0 x 22 mm, with countersunk holes 139541-0-02022-3 35,74
Engineers' wrench 139162-0-00046-0 46,35

parallel shank

6.19

popular size, ex stock
while stocks last

PU = packing unit

JSO.RU - Патроны цанговые, гидро- и термопатроны, Tribos, цанги, адаптеры и оправки

www.jso.ru ООО "Фишер ДМИ"



Clamping flange for Saw Blades
39498
D
mm

d
mm

d1
mm

Part-No.
A
mm

TK
mm

Design
€

p.pc.

106 30 4063 39498-0-00001-090 w. counter flange 626,24
106 30 4063 39498-0-00002-090 without counter fl. 345,05
106 30 5063 39498-0-00003-090 w. counter flange 635,51
106 30 5063 39498-0-00004-090 without counter fl. 353,29

Technical details
Tempered saw blade clamping flange consisting of flange shank HSK-F 63 and 8 countersunk screws. On request with
counter flange and 8 socket head cap screws.

Application
For precise mounting of saw blades, for use on CNC machine-centres. Fixing directly on the clamping flange using
counter sunk screws (flush-mounted), or alternatively with counter flange and socket head cap screws. For saw blade
diameters up to D = 400 mm.  
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Clamping Flanges for Saw Blades
39495
Description

D
mm

B
mm

Part-No.
D1
mm

L3
mm

D2
mm

€
p.pc.

Adaptor 2-
pc.-design

100 3030 39495-0-10000-455 - 258,53

Adaptor 2-
pc.-design

100 3045 39495-0-10001-470 - 264,71

Adaptor 2-
pc.-design

100 3070 39495-0-10002-495 - 272,95

Flange
(without
ring)

100 30- 39495-0-10030-4- - 148,32

Intermediat
e ring

- 3030 39541-0-30000-455 60 109,18

Intermediat
e ring

- 3045 39541-0-45000-470 60 116,39

Intermediat
e ring

- 3070 39541-0-70000-495 60 123,60

Technical details
2-piece saw blade flange, consisting of flange and intermediate ring, tempered and face-ground, with 6 countersunk
screws M 6, pitch circle diameter 80 mm. Applicable for all arbors d 30 x 40/55/80 mm on pages 6.22 - 6.24 with drive
holes. Delivery complete with two straight pins 6 x 10 to provide positive drive.

Application
For mounting of saw blades up to D= 350 mm with 60 mm bore on standard arbors with shank, SK 30, SK 40, HSK-F/-E
63, etc. (pages 6.22 - 6.24).

Appropriate saw blades on page 4.41.

Part-No. € p.pc.Spare parts / Accessories PU

Countersunk screw 1039125-0-06012-R 8,45

on CNC machines
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Arbors
21080 parallel shank
d
mm

L2
mm

L1
mm

Part-No.
KN/TK
mm

Shank
mm

€
p.pc.

With feather key

20 40 6 x 1,5105 21080-0-20406-125 x 55 m. E. 153,00
30 40 8 x 2105 21080-0-30406-125 x 55 m. E. 130,00

Part-No. € p.pc.Spare parts / Accessories PU

Retaining screw M10 (for d = 20 mm) 139200-0-10000-R 15,66
Retaining screw M16 (for d = 30 mm) 139200-0-16000-R 28,94
Adjusting screw M 8, with lock nut 539264-0-08025-R 2,16
Engineers' wrench 139162-0-00046-0 46,35
Engineers' wrench SW 27 (for L2 = 8,5 mm) 139162-0-00027-0 11,85
Allen key SW 5, hexagon (for M 8) 539120-0-05000-0 1,96
Allen key SW 6, hexagon (for M10) 539120-0-06000-0 2,68
Allen key SW 10, hexagon (for M16) 539120-0-10000-0 4,94
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Arbors with Steep Taper Shank
21082 steep taper shank DIN 69871
d
mm

L2
mm

L3
mm

Part-No.
KN
mm

Shank
mm

AB*
No.

€
p.pc.

With feather key, for Biesse up to 9/92 model

20 70 6 x 1,545 21082-0-20702-3SK 30 3 321,00
30 55 8 x 245 21082-0-30552-3SK 30 3 316,00

For Biesse up from 9/92 model

20 70 6 x 1,545 21082-0-20702-4SK 30 4 321,00

For Alberti

20 70 6 x 1,545 21082-0-20702-5SK 30 5 321,00
30 55 8 x 245 21082-0-30552-5SK 30 5 316,00

for Italian machines
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Arbors
21086
d
mm

d1
mm

L2
mm

Part-No.
L3
mm

L1
mm

KN/TK
mm

€
p.pc.

HSK-F 63 - with feather key

20 63 4540 21086-0-20413-1110 6 x 1,5 347,00
20 63 4555 21086-0-20513-1125 6 x 1,5 351,00
20 63 8055 21086-0-20553-1160 6 x 1,5 358,00
20 63 4570 21086-0-20713-1140 6 x 1,5 357,00
20 63 8070 21086-0-20703-1175 6 x 1,5 362,00
30 63 4540 21086-0-30413-1110 8 x 2 358,00
30 63 4555 21086-0-30553-1125 8 x 2 356,00
30 63 4580 21086-0-30813-1150 8 x 2 360,00
30 63 8080 21086-0-30803-1185 8 x 2 373,00
30 63 52163 21086-0-30163-1240 8 x 2 407,00

HSK-F 63 - with 2 drive holes and 2 tapped holes

30 63 4540 21086-0-30413-2110 48 358,00
30 63 4555 21086-0-30553-2125 48 368,00
30 63 4580 21086-0-30813-2150 48 360,00
30 63 8080 21086-0-30823-2185 48 373,00
30 63 45120 21086-0-31203-2190 48 384,00

Arbors HSK-F 63 modified available on request.

Without spacers. For spacer sets No. 39548 see page 7.18. Supplied without engineers' wrench. Optional on demand.

Technical details
Tempered tool holder, thoroughly balanced, meeting high requirements regarding tool life, with trapezoidal groove for
automatic tool changing. Higher clamping power and more security because of double-threaded end retaining screw.
With feather key to provide positive drive. Optional on demand also with drive holes. Can be used either for right-hand
or left-hand rotation.

Part-No. € p.pc.Spare parts / Accessories PU

Retaining screw M10 (for d = 20 mm) 139200-0-10000-R 15,66
Retaining screw M16 (for d = 30 mm) 139200-0-16000-R 28,94
Engineers' wrench SW 36 (for HSK-F/-E 50) 139162-0-00036-0 21,53
Engineers' wrench SW 46 (for HSK-F/-E 63) 139162-0-00046-0 46,35
Allen key SW 6, hexagon (for M10) 539120-0-06000-0 2,68
Allen key SW 10, hexagon (for M16) 539120-0-10000-0 4,94

with hollow taper shank (HSK)
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Arbor
21090
Shank

d
mm

TK
mm

Part-No.
L2
mm

L1
mm

€
p.pc.

HSK 85 W 40 8054 21090-0-40080-2138 360,00
HSK 85 W 40 13054 21090-0-40130-2188 389,00

Part-No. € p.pc.Spare parts / Accessories PU

Retaining screw M16 (for d = 30 mm), with centering collar 139200-0-30000-R 60,26
Retaining screw M20 (for d = 40 mm), with centering collar 139200-0-40000-R 76,74

Further dimensions available on request.

Technical details
Tempered tool holder, well-balanced and meeting highest requirement regarding tool life. Higher clamping force and
more security because of double-threaded end retaining screw. With 2 drive holes and 2 tapped holes. Option
available on request (special production) with feather key or different pitch circle diameter or different clamping diameter
(d).

Application
For use with planing or profile cutters with bore on Weinig or SCM Powermat moulders.

HSK 85 W

6.25

popular size, ex stock
while stocks last

PU = packing unit

JSO.RU - Патроны цанговые, гидро- и термопатроны, Tribos, цанги, адаптеры и оправки

www.jso.ru ООО "Фишер ДМИ"



Spindle Taper Wiper
21190
Shank Part-No.

€
p.pc.

HSK-F 63 21190-0-00063-0 62,32
HSK-E 63 21190-0-00163-0 62,32
SK 30 21190-0-00002-0 14,73
HSK 85 W 21190-0-00263-0 70,04
HSK-F 63
Aussen

21190-0-01063-0 62,83

Technical details
HSK-F 63 of rigrid PVC, SK 30/40 and MK 2 made of hardwood, coated with natural leather.

Application
Wiping of the plane surface and taper surface of HSK-F 63 in a single pass. Regular cleaning of the tool mounting
ensures true concentricity and maximum power transmission.
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Jakob Schmid GmbH & Co. KG 

111024, Россия, г. Москва,
шоссе Энтузиастов, д. 17

ООО "Фишер ДМИ"
Представительство JSO в России:
г. Москва, шоссе Энтузиастов, д. 17

Тел.: (495) 545-77-97
Тел.: (499) 755-77-97
+7 917 55-88-117 (МТС)
E-mail: info@jso.ru

Precision Creates Value. 




